
1/2"
SPADE HANDLE DRILL

POWERFUL PERFORMANCE.

POWERPOWER

8.5 AMP motor engineered 
for improved drilling 

and mixing performance

LESS WEIGHTLESS WEIGHT

Well-balanced design at only 6.3 lbs.
for reduced operator fatigue

VERSATILEVERSATILE

D-handle rotates 360º with 24 positive
stops for multi-position operation

POWERFUL 8.5 AMP MOTOR ENGINEERED FOR IMPROVED DRILLING
AND MIXING PERFORMANCE

Rubberized Grip for Increased Operator Comfort

All Ball Bearing Construction for Smooth Operation and Longer Tool Life

Heavy Duty Industrial 1/2" Drill Chuck Engineered for Positive Bit Retention

Rocker Switch for Quick Transition Between Forward and Reverse Operation

On-board Chuck Key Storage for Fast and Convenient Bit Changes

Double Insulated
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SPEEDSPEED

600 RPM provides increased speed 
and torque for drilling large holes
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All specifications subject to change without prior notice.  All models and accessories subject to stock on hand.
NTF-0910  MA-0544-10

Makita U.S.A., 14930 Northam St., La Mirada, CA 90638 

Model DS4011
1/2" SPADE HANDLE DRILL

Makita offers a wide variety of 1/2" SPADE HANDLE DRILL accessories.  For a complete listing,  please refer to the
Makita General Catalog,  visit our website at makitatools.com, or call 1-800-4MAKITA.

FEATURES & BENEFITSFEATURES & BENEFITS

STANDARD EQUIPMENTSTANDARD EQUIPMENT

n Powerful 8.5 AMP motor engineered for improved drilling
and mixing performance

n 600 RPM provides increased speed and torque for drilling large holes

n Well-balanced design at only 6.3 lbs. for reduced operator fatigue

n D-handle rotates 360º with 24 positive stops for multi-position operation

n Rubberized grip for increased operator comfort

n All ball bearing construction for smooth operation and longer tool life

n Heavy-duty industrial 1/2" drill chuck engineered for 
positive bit retention

n Rocker switch for quick transition between forward and 
reverse operation

n On-board chuck key storage for fast and convenient bit changes

n Double insulated

n Drill chuck (193229-6)

n Chuck key (763420-6)

n Side handle (152492-0)

SPECIFICATIONSSPECIFICATIONS

Capacities: Wood (Auger bit) 1-3/8"
Wood (Self-feed) 2-9/16"
Wood (Hole saw) 5"
Steel (Twist bit) 1/2"
Steel (Hole saw) 3"

No load speed 600 RPM
AMPS (120V) 8.5
Overall length 13-3/8"
Net weight 6.3 lbs.
Shipping weight 7.6 lbs.
UPC code 088381-611855

“The Makita Teal color is the registered trade dress of Makita Corporation.” 

DS4011
OPTIONAL ACCESSORIESOPTIONAL ACCESSORIES

Part #
For Pipe 
Diameter

Bit
Diameter

1" D-29935
1-1/8" 1/2" D-29957
1-1/4" 3/4" D-29963
1-3/8" D-29979
1-1/2" 1" D-29985
1-3/4" 1-1/4" D-29991
2" D-30003

2-1/8" 1-1/2" D-30019
2-1/4" D-30025
2-9/16" 2" D-30031

3" D-30047

Part #Description

Double ended screw point for bit 1" to 3" D-30156
Double ended screw point for bit 3-5/8" to 4-5/8" D-30162

n Self Feed Bits - for Wood n Industrial Ship Auger Bits

15" / 18" Length
Part #

5" / 8" Length
Part #Diameter

3/8" 714224-A
7/16" 714225-A
1/2" 714239-A* 714226-A*
9/16" 714227-A*
11/16" 714229-A*
3/4" 714243-A 714230-A

13/16" 714231-A*
7/8" 714245-A 714232-A

15/16" 714233-A*
1" 714247-A 714234-A

1-1/8" 714235-A
1-1/4" 714236-A

Ship Auger Bit & Counter Bore sold separately

n Hole Saw Bits (See Makita General Catalog pg. 48)

*Exclusive Flat - Shaft to maximize Counter Bore grip


